






DROP KITS
	D rop kits are specially 

designed for total cleanout. 

Shut-offs can be adapted 

with actuators for auto-

mated multi-ration feeding 

systems. The system can 

also adapt to volumetric 

drop feeders for farrowing 

and gestation.

DELIVERY TUBES
	C lear PVC feed line 

tubes allow feed to be 

easily viewed as it is 

delivered. Economical 

white tubes, or a combi-

nation of both, are also 

available. Heavy gauge 

lock formed steel tubing can be used in chain disk applications with longer run 

times to prevent tube wear. Steel tubing is available with pre-punched holes for 

drop feeders to speed installation.

CORNERS
	C orners have a tight 

radius allowing the sys-

tem to turn 180˚ in a 24” 

space. Corners can be 

installed horizontally or 

vertically for maximum 

versatility.  A cast metal 

wheel gently guides the 

chain through the corner. A sealed ball bearing will provide years of trouble  

free service.
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Heavy-duty CHAIN
	 Polypropylene plastic disks are injection molded 

around heavy-duty welded chain. Connection links 

are simple and secure.

Effective Length of Chain 
Disk System, Feet(Meters)

Maximum Fill Rate, 
lbs/min(kg/min)

Up to 700' (213m) 50 (23)

700' to 1000' (213m - 305m) 35 (14)

1000' - 1200' (305m - 458m) 35 (14)

1200' - 1600' (366m - 488m) 25 (11)

*Effective Length = Total Chain Length + 25' for each corner 
in the system

DRIVE UNIT
	T he drive unit housing is constructed of 304 stain-

less steel to provide years of durable service. Correct 

chain tension is automatically adjusted by a spring 

loaded tensioning wheel.

Chain Disk
	T he  Chain Disk Feed Delivery System delivers feed “en masse” decreasing feed 

particle separation and damage to expensive pelleted feeds. This versatile system 

adapts to any installation and is specially designed to meet the needs of today’s 

complex multi-ration feeding programs.



u Stainless steel cup 
has built in stop and 
torsion return spring.
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Econo-drop feed dispenser
	 Get reliable performance at an affordable price 

with AP’s Econo-Drop Feed Dispenser. The front 

mounted, adjustment slide allows precise one hand-

ed adjustment from 1.5 to 12 lbs. providing accurate 

control of feed delivery to gestating or lactating sows. 

The feeder is molded from UV stabilized, clarified 

polypropylene plastic providing a semi-transparent 

feeder body that allows visual confirmation of the 

feed level. Each Econo-Drop feeder is equipped with 

a slide shut off valve to be used when the feeder 

is not in use. A simple weighted ball valve securely 

closes the feeder and when emptying provides agita-

tion as it is raised through the feed. In addition, the 

steep hopper slopes insure complete clean out.

	E cono-Drop feeders can be tripped manually by a 

lever or winch or can be fully automated to provide 

multiple unattended feedings.

Ultra-drop feed dispenser
	T he Ultra-Drop feeder is specifically 

designed to meet the requirements of 

automated feeding of both lactating and 

gestating sows. A half turn of the convenient 

adjustment knob adjusts the feeder from 

1 to 8 pounds, low enough for multiple 

feedings in lactation and high enough for 

once a day feedings in gestation. The semi-

transparent feeder body allows for visual 

confirmation of the feed level and proper 

operation of the feeder at a glance. A 

weighted ball valve securely closes off the 

feeder and provides agitation as it is lifted 

through the feed insuring complete clean 

out. Ultra-Drop feeders can be dumped 

manually using either a lever or winch or 

can be equipped with electric or pneumatic 

actuators for timed automated feedings.

p Simple one-hand 
adjustment (shown with 
optional water shield) 

p Removable cap for 
top dressing

p Individual shut-off

drop 
feeders

farrowing drop feeder	
	 Save time, feed and money with AP’s Farrowing Drop Feeder. Feed farrowing 

sows individually according to condition, without the hassle of labor intensive feed 

carts and scoops. A flexible sock allows movement in any direction. A swing gate at 

the bottom of each feeder is manually operated to quickly and accurately measure 

1 to 12 pounds of feed, eliminating costly overfeeding. An adjustable band around 

the feeder is used to pro-

vide a record of the previ-

ous feeding. It is available 

in 8 1/2 or 12 lb. capacities 

with model 220 or 300 

drop kits.
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Drop tube
AP’s adjustable drop tube can be 

moved from 8 1/2” to 22” to adapt to 

any installation. It is designed to slide 

over a 2” (2 3/8” OD) gestation feed 

pipe. This product provides a low cost 

alternative to using PVC pipe, couplers 

and adapters.

Accu-drop feed 
dispenser
	T he difference is “clear”. 

Designed to fill the highly 

precise requirements of 

today’s diverse production 

systems, AP’s Accu-Drop 

Feed Dispenser is adjust-

able from 1.5 - 12 pounds. 

The pre-assembled feeder 

installs quickly and is con-

structed of stainless steel, 

durable clear PVC and 

injection molded polypro-

pylene for consistent qual-

ity. Feeders feature simple 

eye level adjustment by 

raising or lowering the internal volume adjustment cup which 

is held securely in place by a convenient set knob. Feeders are 

dumped simultaneously by raising the ball valves. The system 

can be dumped manually by levers or winches or with a fully 

automated actuator system operated by a programmable timer 

which also controls the feed systems and watering valves.
TRICKLE FEEDING
	T rickle Feeding Systems 

from AP are ideally suited to 

provide automated feeding 

of gestating sows in group 

housing. The low RPM trick-

le feed auger can be adjust-

ed to the consumption rate 

of the slowest sows elimi-

nating aggressive behavior 

caused by competition for 

feed. Trickle feed adapters 

can be used to convert new 

or existing feed systems to trickle feeding allowing for the cost-effective 

conversion of existing facilities to group housing with  

trickle feeding.

Combine AP’s Chain-Disk feed delivery system, Ultra-Drop 

feeder and Intak feed dispenser for maximum feed intake, 

precision ration control and minimum labor cost.  The Ultra-

Drop feeder provides accurate control for limit feeding and 

doubles as a holding hopper when sows are fed ad-lib.  The 

translucent feeder and feed tube provide confirmation at a 

glance that sows are eating.

drop 
feeders
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