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EDGE 2 – Software Update Version 5.2.3 
 

NEW FEATURES & ENHANCEMENTS 
 
System & Device Management 

More Frequent Module Status Updates 
• Module detection statistics now refresh every 1 minute (previously 5 minutes). 

 
Slot Number Change Detection 

• Notifications alert users when a module changes slot number during operation, improving troubleshooting of 
communication issues. 

 
Restart Bin/Bird Scale Modules 

• Bin and bird scale modules can be restarted directly from Edge 2. 
 
Default Fan Group Visibility 

• When “Use Fallback fan” is enabled, a “Default” fan group appears on the configuration page if none is 
assigned. 

 
Wash screen feature 

• Wash screen option added under the System menu. 
 
Apply Settings to all rooms feature 

• Users can transfer settings to other identical rooms. 

Fan & Ventilation Control 

Variable Fan Timer  
• Fixed speed can be set outside of timer mode; ON-time is adjustable only in timer mode. 

 
Main Alarm Relay for No Fallback Fan  

• Main alarm relay can trigger automatically when a no-fallback fan alarm occurs. 
 

Multiple Static Pressure Sensors 
• Support for configuring multiple static pressure sensor per production room. 

 

Lighting 

Improved Manual Mode Behavior 
• Switching lights from automatic to manual mode preserves the current light intensity. 
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Improved Light Schedule Transitions  
• Back-to-back steps using sunset times transition smoothly instead of dropping to 0%. 

 
Support for Negative Animal Age  

• Light programs now function when animal age is negative (Clean / Preheat mode support). 
 
Light Schedule Display  

• Corrected display issues when the first start time equals the last stop time. 

Water & Feed Management 

2-Period Water Spill Alarms  
• Water spill alarms can be programmed for 2 time periods with different quantities of water. 

 
Water Consumption Alarm by Age Curve  

• Water alarms can reference animal age curves for more accurate detection. 
 
Configurable Daily Water Alarm Check Time  

• Users can select the specific time of day when water consumption alarms are evaluated. 
 
Improved Water consumption Alarm Logic  

• Alarm checks occur once per day. 
• Checks are skipped when insufficient data is available (e.g., after a spill). 
• Notifications indicate when checks are skipped. 

 
Easier Access to Water Consumption History  

• UI improvements make water usage history easier to locate. 

Scales & Sensors 

Negative Feed Weight Display 
• Negative feed values now appear on the BinScale module display. 

 
Raw Load Cell Values  

• Raw weight readings are displayed for pre-calibrated load cells in the configuration page. 
 
Bin Scale Calibration 

• Enhanced calibration for 3-wire bin scales to reduce latency and avoid retries/time-outs 

Remote Support 

Customer Report Access  
• Technical support can view customer reports during remote Edge controller connections. 

Alarms 

Sidewall Inlet Alarm Enhancements  
• Open-circuit or power-loss conditions can activate the main alarm relay. 
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CORRECTIONS & FIXES 

Connectivity & Communication 

Remote Connection Stability  
• Resolved session handling issues causing remote disconnections via gsiedge.com and MyEdgeConnect. 

 
Ethernet Reliability  

• Added a default-enabled “Use Speed Limiter” option to address Ethernet communication issues on newer CPU 
boards. 
 

Wi-Fi Stability  
• Resolved intermittent Wi-Fi drops between Edge and the Agri Alert Data Gateway. 

 
European SIM Connectivity with Agri-Alert Gateway  

• Edge controllers correctly appear on gsiedge.com when using certain European SIM cards. 

Actuators & Expansion Hardware 

Actuator Compatibility  
• Added support for actuators with digital limit switches (e.g., Lock drives). 

 
Expansion Box Communication Diagnostics  

• Separate trouble codes distinguish:  
o I²C communication issues 
o Slot number collisions 

 
Expansion Box OLED Status  

• Fixed an issue causing an orange trouble status display after updates. 
 

Expansion Box Editing  
• Editing now works properly for bin scales, bird scales, VariFlame, and VR50/250 devices. 

Ventilation & Heating 

Scenario Ventilation Logic  
• Prevents unintended tunnel ventilation when tunnel curtains are bypassed. 

 
Edge 2 Tunnel Startup Issue  

• Fixed a condition where the system locked into tunnel mode for 10 minutes after starting production. 
 

VR50/250 Heater Control  
• Correct start temperature is now sent when switching ventilation modes with manual offset enabled. 
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Reports & Scheduling 

Data loss in daily reports  
• Fixed missing data points in Daily Reports. 

 
Report Delivery  

• Custom reports generate correctly when:  
o Site time zone is negative 
o Large numbers of reports are set up simultaneously (handled individually) 

 
Daily Schedule Duplication  

• Fixed a crash occurring when duplicating daily schedules. 

Scales, Feed & Inventory 

Bin Scale Behavior  
• Correct weight units (lbs/kg) persist after power cycles. 
• Load cell capacity can be updated on 4-wire bin scales. 

 
Feed Consumption Accuracy  

• Feed consumption values are accurate after feed tank calibration.  
o For 3 wire loadcell bins, a new calibration is recommended after installing this software as the 

previous calibration may not have saved properly. 
 

Inventory Counter Cleanup  
• Removed phantom entries for deleted inventory counters. 

 
Egg Counter Accuracy  

• Daily and total egg counts reset correctly at the start of a new day. 

Stability & Localization 

Invalid Water Curve Import  
• Fix and prevent a system reboot caused by importing configurations with invalid water curves. 

 
Language Switching  

• Switching to Traditional Chinese no longer redirects users back to the language selection screen. 
 

Manual Inlet Calibration   
• Manual calibration functions even if limit switches are not adjusted. 

 

 


